
Charger Cuff installation instructions: 
 

 

First let me thank-you for your purchase of a Charger 
Cuff.  
 
The Charger Cuff will secure your charger and cable in 
your desired location, eliminating the frustration of not 
finding your charger and cable where you left them 
plugged in. 
 
Installation Steps: 

1. Determine the outlet location to install your Charger 
Cuff and verify that it is a duplex electrical outlet 
type A or B. (Cover plate must be held on by center 
screw.) 

 
Type A     Type B 

 
2. If you purchased the Charger Cuff bonus pack then 

you will have a charger and cable provided. The 
cable provided will have 3 ends for different devices. 
(If you purchased a standard Charger Cuff then 
please have correct size 1 amp charger along with 
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the USB cable you plan to use.) 

 
Correct size 1amp 5v charger (numbers shown are inches) 

 
3. (You will need a small flat tip screwdriver to remove 

your outlet cover center screw.) While holding the 
plate against the wall, remove the screw and plug in 
your charger. Once your charger is plugged in, it will 
hold the cover plate against the wall.  
 

4. Next, thread the USB end of your cable (the end that 
you will plug into the charger) through the front of 
the Charger Cuff and plug this USB end into your 
charger. 

 
 

5. Now slide the Charger Cuff over your charger and 
make sure the cable is coming out the vertical slot 
on the front of the Charger Cuff. 
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6. Finally, using the T-10 tamper proof screw (star-
shaped with center post) and the T-10 screw driver 
provided with your Charger Cuff, replace the screw 
you removed in step 3.  
This new T-10 tamper proof screw is the correct 
length to go through your Charger Cuff and the 
center hole of the outlet cover, securely attaching 
both the Charger Cuff and outlet cover to the wall. 

 
T-10 Tamper Proof Screw 

 
Also provided with each Charger Cuff is a black foam 
pad that you can stick to the top of the Charger Cuff 
if you plan to use the Charger Cuff to hold your 
phone while charging, or you can simply leave this 
off.  
You also will notice that you have the correct length 
Phillips head screw provided (cross-shape) and you 
can feel free to use this screw instead of the T-10 
screw in step 6. You would use this if you don’t need 
the level of security the T-10 screw provides. You will 
need to provide your own Phillips head screwdriver. 


